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Product

WGR

Datasheet

Red Welders Gauntlet

OUR REF: WGR

This glove is NOT flame resistant and not
for use with liquids.

Technical Details

PRODUCT DESCRIPTION

EN 388

EN 407

4143

413X4X

The results are taken from the
palm area of the gloves.

A high quality, traditional red welders
gauntlet with a minimum leather
thickness of 1.0mm. Includes a cotton
lining to the cuff with a soft, comfortable
fleecy lining to the glove area. Partial
welting to the seams and finger tips and
self hemmed. Available in standard,
extended cuff (WGR-16) and double
palm (WGR-DP) variations.

Small Metal Splashes
Abrasion

Cut
Tear

Puncture
Convective Heat
Contact Heat
Burning Behaviour

EN12477:2001/A1:2005 TYPE A
EC type examination carried out by: CTC, 4 Rue Hermann Frenkel, 69367, LYON,
France. (Notified Body 0075)

TYPICAL APPLICATIONS:
Welding, grinding, moderate heat
protection, protection from small
splashes of hot metal.

●
●

AVAILABLE SIZES: Large

Storage: Gloves should be stored in a cool, dry environment in the original packaging and out
of direct sunlight.
Maintenance: Both new and old gloves should be thoroughly inspected before use to ensure
no damage is present. Gloves should not be left in a contaminated condition if reuse is intended
- if contaminated, gloves should be cleaned as far as possible

PACKAGING: Per Pack: 10 pairs
Per Box: 60 pairs
For more information contact :

T: +44 (0) 1902 451 451
F: +44 (0) 1902 451 276
E: sales@ultimateindustrial.co.uk
www.ultimateindustrial.co.uk

Ultimate Industrial Limited
Victoria House,
Colliery Road,
Wolverhampton, WV1 2RD
United Kingdom

This document and any other statement provided herein by or on behalf of UCi are given for informational purposes and do not constitute a contractual agreement nor warranty of merchantability. UCi assumes no responsibility for the suitability or adequacy of an end user’s selection of gloves for a specific purpose.

